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Black

Black

90°  LED Solar Spike Light with Sensor

5.5VDC

5.5VDC

3.5 hours by Type-C

3.5 hours by Type-C

120° 

120° 

Yes

Yes

8-10 hours by solar energy

8-10 hours by solar energy

SPECIFICATIONS

Code

Code

Efficiency

Efficiency

Operating Temp.

Operating Temp.

Duration Time

Duration Time

Sensor Duration Time

Sensor Duration Time

Solar Panel 

Solar Panel 

USB Charging

USB Charging

Detection Angle

Detection Angle

CCT(K)

CCT(K)

Beam Angle

Beam Angle

Wattage

Wattage

CRI

CRI

Battery 

Battery 

Working Mode

Working Mode

Detection Distance

Detection Distance

Lumens

Lumens

Dimmable

Dimmable

Charging Time

Charging Time

OT-01B-2D3

OT-01B-2R3

80lm/W

80lm/W

3000K/4000K/6500K

RGB

90°

90°

3W

3W

80＞

80＞

3.7V 1800mAh

3.7V 1800mAh

AUTO

AUTO

0-4m

0-4m

-20℃ -+45℃

-20℃ -+45℃

4 hours 

4 hours 

30s

30s

240lm

240lm

PC    

PC    

Material

Material

Dimmable 

1 Years

1 Years

3CCT

RGB

IP54

IP54

120.3mm

120.3mm

83.6mm

83.6mm

433.7m
m

433.7m
m

143.2mm

143.2mm


